The Series PTGD Differential Pressure Piston-Type Gage can be used to measure the pressure drop across filters, strainers, pump performance testing, and heat exchanger pressure drop monitoring. Its simple, rugged design possesses weather and corrosion resistant gage front with a shatter resistant lens. The Series PTGD contains a piston-sensing element which provides different differential pressure ranges with full-scale accuracies of ±2%. Constructed with aluminum or 316 SS and available with two 1/4” female NPT end connections, the Series PTGD provides over-range protection rated to 3000 psig (200 bar) or 6000 psig (400 bar) depending on model. Standard models come with in-line connections. Back or bottom connections are also available.

**SPECIFICATIONS**

**Service:** Compatible gases and liquids.

**Wetted Materials:** Gage body: Aluminum or 316 SS; Piston: Aluminum or 316 SS; Spring: 302 SS; Seals: Buna-N (standard); PTFE, Ceramic

**Pressure Limits:**
1/4” NPT: 3000 psi (206 bar) for aluminum body; 6000 psi (413 bar) for SS body.

**Size:** 2.5” (63 mm) or 4.5” (115 mm).

**Mounting Orientation:** Mount in any position.

**Process Connections:** 1/4” female NPT end connections standard; 1/4” female NPT back or bottom connections available. All styles available with 1/4” BSP.

**Weight:** Aluminum: 2.5” 0.88 lb (399 g); 4.5” 1.35 lb (612 g); Stainless steel: 2.5” 1.75 lb (794 g); 4.5” 2.3 lb (1.04 kg).

**Options**

- V, FKM fluoroelastomer seals .......................... add $15.45
- N, EPDM seals ............................................ add $18.72
- PY, Glycerine fill ........................................... add $78.00
- PF, Pointer follower ........................................ add $70.35
- RR, Reverse port ............................................ add $26.75
- SP1, 0.5A SPST with DIN plug ........................ add $77.03
- SP2, 0.25A SPDT with DIN plug ........................ add $160.20

© Items are subject to Schedule B discounts.

Note: For 4.5” dial face, change –AA to –AC for Aluminum and –SA to –SC for Stainless Steel ............... $25.00© adder to the above

For back or bottom connections as well as female BSP threads, contact the factory.

**CALL TO ORDER:**
U.S. Phone 219 879-8000 • U.K. Phone (+44) (0)1494-461707 • Australia Phone (+61) (0) 2 4272 2055