Series A-320 Instrument Enclosure protects instruments in all applications. The weatherproof enclosure is water tight and corrosion resistant. The A-320-A fits standard Magnehelic® size instruments (4-9/16” diameter) and the A-320-B fits standard 3000MR Photohelic® switch/gage size instruments (4-13/16” diameter). Both models include silicone tubing, gage barbs and mounting hardware.

### SPECIFICATIONS
- **Housing:** ABS.
- **Process Connections:** Anodized aluminum.
- **Enclosure Rating:** NEMA 4X (IP66).
- **Note:** Check instruments rating.
- **Weight:**
  - Model A-320-A: 11.29 oz (320 g); A-320-B: 16.23 oz (420 g).
- **Gage Size Opening:**
  - A-320-A: 4-9/16” (115.89 mm); A-320-B: 4-13/16” (122.24 mm).

### ACCESSORY
A-135 rubber gasket for 4-9/16” diameter instruments to seal gage to enclosure... $1.50

### Compatible Instruments
<table>
<thead>
<tr>
<th>Model</th>
<th>Compatible Instruments</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-320-B</td>
<td>3000MR Photohelic® Switch/Gage, Series 605 Magnehelic® Differential Pressure Transmitter, DH3 Digihelic® Pressure Controller, Series 2000 Magnehelic® Gage with medium and high pressure options</td>
<td>215.00</td>
</tr>
</tbody>
</table>

(†) Items are subject to Schedule B discounts.