Series BTL Side Reading Bimetal Thermometers are a great fit for tight, compact areas. Series BTL thermometers are constructed from 304 SS and have a scratch resistant lens for easy viewing. These horizontally mounted thermometers face upright to allow quick and easy measurement. With an accuracy of ±1%, the durable Series BTL thermometers are built to last for many years of great service.

**Specifications**
- Wetted Materials: 304 SS
- Lens: Glass
- Accuracy: ±1%FS
- Temperature Limits: Ambient: 0 to 250°F (-40 to 200°C)

**Series CBT**

The Series CBT Clip-on Thermometers are designed to monitor the temperatures of products while they are cooking. The Series CBT thermometers give accurate readings by clipping onto the side of a pot in order to keep the temperature probe away from the bottom and sides. These thermometers are conveniently available in 11 ranges and two stem lengths to fit various sized pots or kettles. The Series CBT Clip-on Thermometers are constructed of durable SS for years of reliable service. The Series CBT can be used when preparing candies, soups, and deep fried foods.

**Specifications**
- Wetted Materials: 304 SS
- Lens: Glass
- Accuracy: ±1%
- Temperature Limits: Ambient: 15 to 300°F (-10 to 150°C)

**Series BTL Clip-On Bimetal Thermometer**
Horizontally Mounts to Tank

**Specifications**
- Wetted Materials: 304 SS
- Lens: Glass
- Accuracy: ±1%
- Temperature Limits: Ambient: 0 to 250°F (-40 to 200°C)