The Series CDTA Communicating Carbon Dioxide Detector combines the function of three room sensors into a single, compact housing. Parameters include carbon dioxide, humidity, temperature, and temperature set point with override. By having field selectable Modbus® and BACnet Communications, only four wires are needed for power and the communication signal. The communicating detectors can be daisy-chained together to further reduce installation cost. In order to reduce the set up time, the RS-485 MAC address is set up using on board dip switches. A second set of dip switches are used to select whether output is Modbus® RTU or BACnet MS/TP communication protocol and to limit access to the set up menu.

Like our Series CDT Carbon Dioxide Transmitter, the Series CDTA uses a Single Beam Dual Wavelength Non-Dispersive Infrared (NDIR) sensor to measure the carbon dioxide level. This technology can be used in installations that will be occupied 24 hours per day. For improved accuracy, the transmitter can be field calibrated to the environmental conditions of the installation. Also, the barometric pressure can be programmed to correct for altitude. The humidity uses a capacitive polymer sensor and the temperature is measured using a 10K Ω thermistor sensor. The humidity sensor is field replaceable without the need for additional calibration.

Optional local and remote displays are available to display any of the parameters. For applications in which the building occupants aren’t familiar with CO₂ concentrations, the LCD can be programmed to display temperature, humidity, or temperature set point instead.

FEATURES
• Field selectable Modbus® and BACnet communications
• Single-beam dual-wavelength CO₂ sensor
• Replaceable humidity/temperature sensor
• Physical hardware lockout
• Optional remote display tool

SPECIFICATIONS
Sensor (CO₂): Single-beam, dual-wavelength NDIR;
Humidity: Capacitive polymer;
Temperature: 10K Ω thermistor.

Range:
CO₂: 0 to 2000 or 5000 PPM CO₂ (depending on model);
Humidity: 0 to 100% RH;
Temperature: 32 to 122°F (0 to 50°C).

Accuracy:
CO₂: ±40 ppm ±3% of reading;
RH: ±2% (10 to 90% RH);
Temperature: ±1°C @ 25°C.

Temperature Dependence (CO₂): ±8 ppm / °C at 1100 ppm.
Non-Linearity (CO₂): 16 ppm.
Pressure Dependence (CO₂): 0.13% of reading per mm of Hg.
Response Time (CO₂): 2 minutes for 99% step change.

Temperature Limits: 32 to 122°F (0 to 50°C).
Humidity Limits: 10 to 95% RH (non-condensing).

Power Requirements:
Average: 0.5 watts;
Peak: 1.2 watts.
Output: 2-wire RS-485, Modbus® RTU or BACnet MS/TP communication protocol.

Weight: 4.4 oz (125 g).
Agency Approvals: BTL, CE, RoHS.

ACCESSORIES
GCK-200CO-200CO2, Calibration Gas Kit includes a 99.99% Nitrogen gas cylinder for calibrating the zero point and a 200 PPM CO / 2000 PPM CO₂ gas cylinder for calibrating the span point on Dwyer’s gas sensing transmitters .......................... $300.00

A-449, Remote LCD Display allows remote indication of select Dwyer Wall Mount Transmitters for validation or certification purposes ...................................................... $50.00

A-449A, Remote LCD Display with buttons allows remote indication and calibration of select Dwyer® Wall Mount Transmitters for validation and certification purposes .......................... $75.00

Items are subject to Schedule B discounts.