**ACCESSORIES**

### Gage Fluids

Gage fluids in the 1 oz size are furnished in unbreakable plastic dispenser type bottles. Larger sizes are supplied in plastic bottles with screw caps. CAUTION: Use only Dwyer fluids in Dwyer gages.

- Red Gage Fluid, .826 sp. gr. The standard fluid for use in inclined manometers, “D” type vertical manometers and all Dwyer gages using red fluid.
  - A-101, 1 oz. dispenser bottle $6.60
  - A-202, 4 oz. bottle $12.50
  - A-103, 1 pt. bottle $29.25
  - A-104, 1 qt. bottle $50.50

- Blue Gage Fluid, 1.910 sp. gr. For special instruments and Mark II Models 26 and 28.
  - A-110, 1 oz. dispenser bottle $32.75
  - A-121, 4 oz. bottle $82.00
  - A-122, 1 pt. bottle $345.00

- Violet Gage Fluid, 1.000 sp. gr. Use in place of water if better meniscus is desired.
  - A-120, 1 oz. dispenser bottle $32.75
  - A-121, 4 oz. bottle $82.00
  - A-122, 1 pt. bottle $345.00

- Fluorescein Green Color Concentrate, water coloring agent. Not to be used full strength. Add 3/4 oz to a quart of distilled water. Contains a wetting agent to improve the meniscus characteristics. Use in vertical manometers only.
  - A-126, 1 oz. dispenser bottle $9.60

### Miscellaneous

- 1 oz. dispenser bottle $1537.00
- 4 oz. bottle $115.00
- 1 pt. bottle $50.00
- 1 qt. bottle $115.00

- Flat Aluminum Bracket for flush mounting Capsuhelic® gage, 303A, 605, and 3000MR.
- A-356, Pinch Clamp to seal rubber tubing, as in a leakage test.
- A-354, Magnetic Mounting, Edge style, secures edge of acrylic manometer
- A-353, Magnetic Mounting, Flat style, secures to flowmeter, etc. with 6-32 machine screw and boots insert.
- A-352, Magnetic Mounting. Flat style, secures to flowmeter, etc. with 6-32 machine screw and boots insert.
- A-351, Gage plug with retainer loop, polyethylene plastic. For 1/4˝ ID tubing.
- A-357, Slip loop over tubing OD and insert plug for seal.
- A-357, Thermometer and terminal tube holder. SS wire.
- A-360, Aluminum DIN Rail, 1 m.
- A-362, Stand-Hang bracket, aluminum, for Minihelic® II gage.
- A-364, Magnet Assembly for 1222 Manometers, 2 required.

**CALL TO ORDER | 800/872-9141**