Data Loggers, Level

Model LDL-030, Unvented Water Level Data Logger

**ACCESSORIES**
DL700, Software, Manual and USB Interface Cable
TL-2150, 3.6V Replacement Battery

**SPECIFICATIONS**
- **Range:** Temperature: -40 to 176°F (-40 to 80°C); Water level: 0 to 30 ft (0 to 9.14 m).
- **Memory Size:** 16,383 readings per channel.
- **Accuracy:** Temperature: ±0.9°F (±0.5°C); Level: ±0.3% FSR @ 77°F (25°C).
- **Resolution:** Temperature: 0.2°F (0.1°C); Water Level: 0.05 in (0.127 cm).
- **Sampling Method:** Stop on memory full.
- **Sampling Rate:** Selectable from 2 sec to 12 hr.

**Computer Requirements:**

**Power Requirements:** User replaceable, 3.6V lithium battery.

**Battery Life:** 1 year (approx).

**Interface:** USB port (interface cable required).

**Wetted Material:** 303 SS.

**Weight:** 8 oz (227 g).

**Agency Approvals:** CE.

Windows®, Windows NT®, and Windows Vista® are registered trademarks of Microsoft Corporation.

---

Model LDL2-030, Vented Water Level Data Logger

**ACCESSORIES**
DL700, Software, Manual and USB Interface Cable
TL-2150, 3.6V Replacement Battery

**SPECIFICATIONS**
- **Range:** Temperature: -40 to 176°F (-40 to 80°C); Water level: 0 to 30 ft (0 to 9.14 m).
- **Memory Size:** 16,383 readings per channel.
- **Accuracy:** ±0.9°F (±0.5°C), ±0.3% FSR @ 77°F (25°C).
- **Resolution:** Temperature: 0.2°F (0.1°C); Water Level: 0.02 in (0.051 cm).
- **Sampling Method:** Stop on memory full.
- **Sampling Rate:** Selectable from 2 sec to 12 hr.

**Computer Requirements:**

**Power Requirements:** User replaceable, 3.6V lithium battery.

**Battery Life:** 1 year (approx).

**Interface:** USB port (interface cable required).

**Wetted Materials:** 303 SS; Cable: Polyurethane.

**Weight:** 3 lb (1.4 kg).

**Agency Approvals:** CE.

Windows®, Windows NT®, and Windows Vista® are registered trademarks of Microsoft Corporation.